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Abstract 
This paper investigates the matrix converter when working as 
the unified power flow controller which can regulate the 
active reactive power flowing in a transmission line. A 
conventional unified power flow controller usually has a DC 
capacitor; this is removed in the proposed controller. This 
reduces the volume, improves the efficiency and lifetime, and 
eliminates the DC voltage control. The detailed direct space 
vector modulation method for the matrix converter is 
described. Based on this modulation scheme, a PID controller 
is designed in order to control the power flow. Coupling 
effects are suppressed by feedback of the coupling 
components to the controller. The proposed strategy can 
control the active and reactive power efficiently and 
effectively. Simulations based on MATLAB/Simulink help 
verify the feasibility and effectiveness of the scheme. 
1 Introduction 
In recent years, the demands on power systems have 
intensified. It has also become more difficult to build new 
transmission lines in many countries so that many lines are 
working at full capacity. However, some transmission 
systems have not been fully exploited due to the need to 
transmit reactive as well as active power. In modern power 
systems, there is a need for power flow to be controlled 
flexibly, which cannot be fulfilled by the traditional grid 
networks. Therefore, it is desirable to increase the 
transmission capabilities of existing transmission systems. 
Flexible alternating current transmission systems (FACTS) 
provide a way to realise the full potential of transmission 
without building new lines [1]. And power electronic 
converters offer potential solutions for flexible power flow 
control. 
The unified power flow controller (UPFC) [2], which uses 
power electronic technology to control grid power flow, has 
been recognized as the most versatile technology for FACTS. 
The UPFC was designed to solve the problems facing the 
power delivery industry such as real time control, dynamic 
compensation, and multifunctional flexibility [3]. Unlike 
other FACTS devices, the UPFC does not explicitly regulate 
the transmission parameters such as the impedance, line 
voltage and the transmission angle individually; instead it 
controls the active and reactive power by varying the sending 






















Fig. 2: Back to Back Converter Topology 
The traditional UPFC (Fig. 1) employs back-to-back inverters 
(Fig. 2) which can carry out AC-to-AC conversion indirectly. 
A UPFC is a combination of a static synchronous 
compensator (STATCOM, shunt controller) and a static 
synchronous series compensator (SSSC, series controller) 
connected by a shared DC capacitor link. The STATCOM is 
connected in parallel in the grid and it can work as a 
controllable reactive-power current source, thus dynamically 
compensating for the reactive power. The SSSC is connected 
in series with the grid and produces voltages with controllable 
amplitude and phase angle for reactive power compensation, 
and thus it facilitates active power exchange in the 
transmission lines. As a result, the transmission capacity is 
increased. However, the capacitor in the traditional UPFC 
produces losses, increases the weight and volume, and 
deteriorates with time [5]. 
In contrast no DC capacitor needed in a matrix converter, as 
illustrated in Fig. 3. This has been extensively studied since it 
has advantages such as compact configuration, bidirectional 
power flow, high efficiency, controllable input power factor 
and longer life expectation [6]. The matrix converter carries 
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out AC-to-AC conversion directly and it can be regarded as 








































Fig. 3: Matrix Converter System with the Input Filters 
 
For control of the matrix converter, direct space vector 
modulation (SVM) [7] is adopted here. This technique makes 
best use of the input voltage. It can reduce the number of 
commutation, control the input power factor independently, 
and provide better power quality. This technique is explained 
in Section 3. Various controllers have been used to control the 
UPFC [8]. In this paper, a PID controller is designed to 
control the power flow in a transmission line system. In order 
to reduce the d-q coupling effects, the d-q components are fed 
to the controller and the active and reactive power flow 
through the transmission line can be regulated. The system is 
simulated in order to support the proposition.  
2 UPFC System Description 
2.1 Power Flows Control Theory 
A UPFC, when connected to transmission system, is shown in 
Fig. 4. Using the system configuration and notations in the 
figure, we can express the apparent power Ṡ through the 
transmission line as 
L r
L
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Z
  (1) 
where j2 = ‒1, Z = RL + jωLL and ω = 2πf is the angular 
frequency. RL and LL are the transmission line resistance and 
inductance which form the impedance; the resistance can be 
ignored if the ratio of ωLL to RL is very large, as it is in a high 
voltage transmission line [9]. Here V̇* denotes the conjugate 


















Fig. 4: Illustration of UPFC Power Flows Control 
If the compensation voltage is zero, i.e., V̇c = 0, then V̇s = V̇L, 
and (1) can be rearranged to 
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where θ = θvs ‒ θvr is the transmission angle of the system. 
Analogously, when V̇c ≠ 0, the active and reactive powers 
through the line, depending on the calculation points, are 
formulated from 
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The expression varies because the point voltages change 
while the current remains unchanged. According to (3) the 
active power and the reactive power through the lines are 
divided into the uncontrollable part (2) and the controllable 
part (∆P1 and ∆Q1). By controlling the amplitude and phase 
angle of the injected voltage V̇c, the active and reactive 
powers through the transmission line can be regulated. In 
steady state, the UPFC, does not absorb or supply real power, 
except for its loss energy dissipation, unless there is a DC 
source in the DC link.  
2.2 Proposed UPFC with Matrix Converter 
A UPFC which utilizes a direct SVM controlled matrix 
converter is proposed and shown in Fig. 5. The transformers 
connect the input and output terminals of the UPFC. The 
input in connected in shunt and the output is connected in 
series with the transmission line. 
 
Fig. 5: Proposed Matrix Converter Based UPFC System    
3 Matrix Converter Direct SVM Modulation 
Space Vector Modulation is adopted in this paper to control 
the output voltage and input current of the matrix converter. 
SVM is based on PWM theory to synthesize the instantaneous 
space vector representation of the desired output voltages and 
input currents. Switch matrix is arranged so that any outputs 
can be connected to any inputs. The allowed number of 
switch-state combinations is 27 in total considering the 
constraints avoiding short circuits at the source side and open 
circuits at the inductive load side. 
The balanced three-phase input phase voltages are  
sin
2 2sin ; sin
3 3
A i i
B i i C i i
V V t











where Vi is the input phase voltage amplitude and ωi =2πfi is 
the input angular frequency. The output current can be 
obtained from: 
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I I t
I I t I I t   (5)                        
where Io is the output current amplitude, ωo =2πfo the output 
angular frequency and φo the angle difference between the 
output voltage and output current. 
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where x1, x2 and x3 are the 3-phase variables in the system; 
a=ej(2π/3) and a2=ej(4π/3), and xS is the corresponding space 
vector after the transformation. The combinations can be 
classified into the following three groups. 
Group I (Active States): two outputs are connected to the 
same input while the remaining output is connected to one of 
the other inputs. These 18 active states have fixed direction 
but their amplitudes vary with the instantaneous values of 
input voltages. 
Group II (Zero States): all three outputs are connected to the 
same input. These 3 states have zero amplitude and arbitrary 
directions. 
Group III (Rotating States): all three outputs are connected to 
different inputs. These 6 rotating vectors rotate with fixed 
amplitudes. 
Among the 27 available states only 21 states (18 in Group I 
and 3 in Group II) are employed to synthesize the desired 
output voltage vectors and input current vectors [10]. Active 
input voltage and output current vectors are plotted and they 
form hexagons as shown in Fig. 6. The desired output 
voltages are  
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and the input currents are also transformed using (6) to 
determine the location of the desired vectors at any instant: 
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where Vo and Ii are the amplitude of expected output voltages 
and input currents, and φi  the input power factor angle. 
In space vector modulation the nearest adjacent vectors to the 
present sector are used to form the required vectors while the 
application of non-adjacent vectors may produce higher THD 
and switching losses [11]. The chosen vectors must 
accomplish the synthesis of both the output voltages and input 
currents and they are summarized in Table 1. In order to 
illustrate the algorithm, without loss of generality, it is 
assumed that, at a given time instant, the desired output 
voltage and input current vectors both lie in their 
corresponding sector  shown in Fig. 6. 
The expected output space vector and input current vector can 
be resolved into Vα and Vβ, and Iγ and Iδ, respectively, as 
shown in Fig. 7. Once the switch states are determined (Table 
1) the corresponding duty cycles are calculated. According to 
Figs. 6 and 7, and Table 1, the duty cycles are given by 
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where 0 ≤ θ ≤ π/3 is the angle between the desired output 
space vector Vos and the right-hand adjacent vector Vα; 0 ≤ ρ ≤ 
π/3 is the angle between the desired input space vector Iis and 
the right-hand adjacent vector Iγ; tx1, tx2 and ty1, ty2 are the 
working times corresponding to the chosen vectors; Tp is the 
cycle period; and m and n denote the mth output voltage vector 
sector and the nth input current vector sector (m, n = 1, 2, 3, 4, 
5, 6). If any of the working times are negative, the 
corresponding negative vector should be selected instead of 
the assumed positive vector shown in Table 1. Note that the 
correct commutation technique helps improve the power 
quality and dead time effect. 
4 Power Flow Controller 
4.1 Model Description 
The case study for simulation is shown in Fig. 8. The 
mathematical model of the transmission line X is given as 
x sx cx rx
x
dI V V V R I
dt L L
  (15) 
where x = a,b,c is the index of the three phases. Using the 
rotating d-q reference frame, the balanced three phase 
quantities can be represented by d and q components where  
d sd cd rd
d q
dI V V VR I I
dt L L
 (16) 
q sq cq rq
q d
dI V V VR I I
dt L L
  (17) 
If the reference frame is synchronized with the source 
voltage, then the q component of the source voltage is 0. And 
the active power and reactive power through the transmission 
line are expressed by 
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Fig. 7: Synthesis of Desired Output Voltage and Input Current Vector 
 































































  (18) 
Consequently, the reference d and q components of the 
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Fig. 10: d-q Coupling Suppressed PID Controller 
4.2 Controller Design 
On the basis of the above description the PID controllers are 
designed and shown in Fig.  9. A Phase Locked Loop (PLL) 
is used to detect the ramp for the frame transformation. 
In order to reduce the d-q coupling effects, the d-q 
components are fed into the each PID controller. As a result, 
the d-q-coupling-suppressed PID controller is obtained as 
shown in Fig. 10. 
5 Simulation and Results 
The simulation is implemented for the case shown in Fig. 8. 
The system parameters and controller parameters are given in 
Tables 2 and 3respectively. In the section, only the simulation 
results for d-q coupling suppressed PID controller are given 
because of its good performance and negligible steady state 
errors. 
 
Vs (V) Vr (V) X (Ω) X1 (Ω) 
220 212.503-j56.94 10.667+j50.265 2+j18.85 
Table 2: System Parameters of Simulation 
 
Kp1 Ki1 Kd1 Kp2 Ki2 Kd2 K1 K2 
3 0.03 0 11 0.06 0.05 0.09 0.001 
Table 3: Parameters of the Controller 





















Fig. 11: Compensated Bus Active and Reactive Powers (p.u.) 




















Fig. 12: d-q Components of the Bus Current (p.u.) 





















Fig. 13: Matrix Converter Three-Phase Output Voltages and 
Currents (p.u.) 
















Fig. 14: Injected Phase Voltage and Line Voltage of Phase a 
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Fig. 15: Matrix Converter Three-Phase Input Voltages and 
Currents (p.u.) 





















Fig. 16: Supply Source Voltages and Currents (p.u.) 
The RLC (R = 1 Ω, L = 10 mH and C = 10 μF) filters are used 
at the input terminals of the matrix converter to improve the 
power quality to the grid. Simulation results are shown in 
Figs. 11 to 16. Fig. 11 shows the active and reactive power 
flowing though the bus line. The active power reference is set 
as 2.2 p.u. before 0.08s and 2.6 p.u. after 0.08s, while the 
reactive power reference is set as 0.12 p.u. before 0.12s and 
0.04 p.u. after 0.12s. As shown, the output can be controlled 
to track the references effectively, and the d-q coupling effect 
is suppressed. The d-q components of the compensated bus 
current change according to the power demand as shown in 
Figs. 12 and 13. Figs. 14 and 15 show the voltages and 
currents of the matrix converter. The voltages and currents of 
the supply source are shown in Fig. 16. It can be seen that the 
proposed strategy can effectively improve the transmission 
capacity of the transmission system and compensate the 
reactive power. 
6 Conclusions 
The bulky storage elements in a traditional UPFC increase the 
volume and weight, reduce the lifetime of the device and 
decrease the efficiency. A matrix converter is proposed as a 
potential alternative to the back-to-back converter used in the 
AC-to-AC conversion. PID controllers are combined with the 
space vector modulation, and these are employed to produce 
the desired output voltages which are injected into the 
transmission line to compensate the active and reactive 
powers. Furthermore, the d and q components are fed to the 
controller to reduce the d-q coupling effects. The proposed 
controller can track the references effectively and it has good 
dynamics. The steady state errors are negligible. The 
simulation results validate the effectiveness of the proposed 
scheme. Experimental implementation is expected in future 
work. 
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